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Installation

2017+ Ford
Switch High Idle

The rotary SOTF switch also has
the ability to enable manual
high-idle on the 6.7 PowerStroke.
This install is optional, if you do
not wish to install high idle, skip
the following steps and ignore
the remaining four wires on the
SOTF switch harness.

Step 1

F250/350/450/550

Following the picture, locate the
Passenger Kick Panel above the
Fuse Panel

passenger side / kick Panel

-blunt-cut access wires for
SEI, "customer access” signal
circuits for CTO,VS_out,PARK
TRO-N, & 4 pass-thru wire,
are bundled together at the
harness above the passenger
kick panel and fuse box.

Step 2

Step 3

Step 4

Locate the green/orange wire
in the seic pass-through
harness. Splice the pink
wire from the switch
harness to the switch
ignition green/orange seic
pass-through harness. Be
sure to fuse up the pink
wire with a 10-amp fuse.

Locate the YELLOW/GREEN wire
on the truck’s SEIC pass-through
harness in pin 7. Splice the BLUE
wire from the SOTF switch to the
YELLOW/GREEN wire in pin 7
on the truck.

Locate the GREEN wire on
the truck’s SEIC passthrough harness. Splice
the YELLOW wire from the
SOTF switch to the GREEN
wire on the truck.

Step 5

Step 6

Step 7

Locate the GREEN wire on the
SOTF switch. Splice the GREEN
wire to the WHITE/BROWN wire
on the truck.

Step 8

Using a small screwdriver, adjust
the potentiometer screw on the
back of the SOTF switch until the
engine is at the desired high-idle
RPM. The high-idle is adjustable
from 900-2700rpm. Once you set
the desired high-idle RPM, you can
turn the SOTF switch back to
position 1-5, and the engine should
return to idle.

To set the desired high-idle RPM,
You must first depress the
emergency brake to engage the
high idle then start and idle the
engine. Be sure it is up to
operating temperature and your
foot is off the brake pedal.

Turn the SOTF switch to
the “high-idle” position.
The engine should idle up.

Step 9

Finish mounting the SOTF switch on your dash and secure
all wires so they do not interfere or tangle with the
brake/accelerator pedals and steering column.

GREEN/ORANGE

(pin 7)
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